PROVIDE EXPANSION JOINT R.O.W. LINE .
ONLY IF CONNECTING TO 6" DRIVEWAY WITH

EXISTING CONCRETE DRIVE q\-r -3 1 RN WY
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VARIES‘) [
11'=0" MIN. SINGLE DVWY.

18'-0" MIN. DOUBLE DVWY.

|
) ,
/
4" SIDEWALK £ [ 10'—0" MIN. SINGLE DVWY.
o 17'-0" MIN. DOUBLE DVWY.

=

3\\ SAW CUT (TYP.)

-~/

— STANDARD RAMP OPTIONAL IN
CURB & GUTTER 11'-0" DRIVEWAY ONLY

20'-0" MINIMUM SINGLE DRIVEWAY
NOTE: 27'-0" MINIMUM DOUBLE DRIVEWAY

EXISTING CURB AND GUTTER, IF ANY, MUST
BE SAW CUT AS DIRECTED BY THE ENGINEER.

SCALE: 1" = §'
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MEASURED AS | MEASURED AS

LAYDOWN CURB ' DRIVEWAY APPROACH

N~ 1/2" EXP. JOINT (TYP.) |\ DUMMY JOINT IN
(Arb

VARIES
R VARIES i 18
1
MEASURED AS DRIVEWAY APPROACH MEASURED AS
LAYDOWN CURB
4'—0" SIDEWALK 6" DRIVEWAY 1'-3"
WITH # 3 @ 18" 1 LIMIT OF
1/4" PER FT. EACH WAY LAYDOWN
TO FACE OF CURB CURB

T AR V. TR : — [
R.O.W. LINE FEBRAE

6" STABILIZED
SUBGRADE

" SAN HI
NOTE: 2" SAND CUSHION

SIDEWALK SECTION THRU DRIVEWAY SHALL E&i) %;LAT"%EQR,?ES#SS DOWEL
BE POURED SAME THICKNESS AS DRIVEWAY I(?IOTr\?CRETE
APPROACH AND PAID FOR AS DRIVEWAY

APPROACH (EXISTING SIDEWALK, IF ANY, SECTION A-A STREET
SHALL BE REMOVED).

SCALE: 1° = 2.5
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PAVING CONSTRUCTION DETAILS
LAYDOWN CURB AND DRIVEWAY




